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Operating  Instruction

WiFi-102-RGBW

WiFi-102-CT

Model：

Living room lights

Bedroom lights

Corridor lights

Dinning room lights

System Diagram

Wireless router

APP

Smart 
speaker

Remote

Touch 
panel

After WiFi LED controller matched up with a 
router, brush it out in APP and enter the main 
control interface, click the "+" key in the upper 
right corner to enter next interface, find the 
appropriate model and match code according to 
the prompt.

Match code between panel / remote & WiFi 
LED controller:



Model WiFi-102-RGBW

Product Parameters

WiFi LED Controller

12 ~ 24Vdc

RGBW LED lights

3A x 4CH   Max. 12A

(0~36...72W)x4CH

WiFi 2.4GHz , IEEE 802.11b/g/n

2.4GHz

-30℃ ~ +55℃ 

L125 x W33 x H20(mm)

L127 x W35 x H24(mm)

70g

Product Name   

Out Control

Current Load

Output Power

Network Type

RF Frequency

Working Temp. 

Dimension

Packing

Gross Weight

Input Voltage

WiFi LED controller can be connected with 
lamps directly, support remote control via
intelligent device, mobile phone, remote and 
touch panel etc., flexible application makes
life more intelligent.

WiFi-102-CT

CT LED lights

Max. 6A

0~72W...144W
33

m
m

120mm

20
m

m

125mm

Product Structure
DC Power supply socket
(φ5.5mm x φ2.5mm)

12~24Vdc 
power input 

LED lamp 
connection socket

The running light

Power indicator

Setting key
Long press 6s to 
default setting 



Product Installation

WiFi-102-RGBW

WiFi-102-CT

LED strip

Power adapter
220/110Vac

Load power below 
240W, use this round 
adapter socket for 
connection.

iOS / Android

Operating Guidance

Scan QR Code to download the APP via 
mobile phone.

Open WLAN via mobile phone, connect 
to the wireless router.

After installation, the strip flashes within
30s when powered on and then the
controller is ready to the configuration
status accordingly.
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我的路由器

邻居的路由器

邻居的路由器

邻居的路由器

Setting WLAN

WLAN

CHOOSE A NETWORK...

My router

Neighbor’s router

Neighbor’s router

Neighbor’s router

3:30 PM



4 5Turn on APP, click        icon on the right
top corner.

Enter the interface "Add Device", choose 
"Color light" or “CT light” and follow the 
prompts to connect.



6 Once successfully connect to the device 
that will immediately open intelligent 
life and realize long-distance control via 
mobile phone.

Attention

★ This manual only applies to this model. We 
reserve the right to make changes without 
prior notice.

1.
serviced by the qualified person.

2.This product is non-waterproof. Please 
avoid the sun and rain. When installed 
outdoors, please ensure it is mounted in a 
water proof enclosure.

3.Good heat dissipation will prolong the 
life time of the controller. Please ensure 
good ventilation.

4.Please check if the output voltage of the 
LED power supply used comply with the 
working voltage of the product.

5. Please make sure the diameter of the 
wire must be sufficient to load the 
connected LED lights with firm wire 
connection.

6.Ensure al l wire connect ions and 
polarities are correct before connecting 
with power to avoid any damages to the 
LED lights.

7.If errors caused, please do not attempt 
to fix this product by yourself, please 
contact the supplier.

The product shall be installed and 
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使用示意

WiFi LED 控制器

使 用 说 明 书

…

遥控

触摸面板

天猫精灵

客厅灯具

卧室灯具

走廊灯具

餐厅灯具

无线路由器

手机APP

面板/遥控学习方式：

设备配对上路由器后，在手机上刷出设备，进入设备

主控制界面，在右上角有个“+”按键，点击进入，找

到对应的型号，按照里面的指引学习。

WiFi-102-RGBW

WiFi-102-CT

型号：



WiFi LED控制器

12 ~ 24Vdc

RGBW LED灯具                  

3A x 4路  Max 12A                 

(0~36...72W)x 4路

WiFi 2.4GHz, IEEE 802.11b/g/n

2.4GHz

-30℃ ~ 55℃

L125 x W33 x H20(mm)

L127 x W35 x H24(mm)

70g

产品名称

输入电压

输出控制                 

负载电流                  

负载功率                 

网络类型

RF 频 率

工作温度

产品尺寸

包装尺寸

产品毛重

产品参数

型号 WiFi-102-RGBW

       WiFi LED控制器可直接连接灯具，支持

智能设备、手机、遥控及面板等远程控制，

应用灵活，让生活更智能。

Max 6A 

0~72...144W

色温 LED灯具

WiFi-102-CT

产品结构

3
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LED灯具

连接端子

DC电源插孔

12~24Vdc

电源输入

(φ5.5mm x φ2.5mm)

电源指示灯

运行灯

配置键
长按 6 秒即可

恢复出厂设置



WiFi-102-RGBW

产品安装

电源
220/110Vac

WiFi-102-CT

LED 灯条

注：240W以下负载

功 率 可 以 用 此 适 配

器插孔连接。

使用指引

手机扫描二维码下载APP。

iOS / Android

手机打开WLAN，连接无线路由器。

控制器安装完成后，通电30秒内灯带

会闪烁，此时控制器已进入配置状态。

我的路由器

邻居的路由器

邻居的路由器

邻居的路由器
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4 5 进入"添加设备"界面。选择"幻彩灯带"或

"色温灯带"，根据提示连接设备。

打开手机APP，在首页的右上角点击

      图标。



6 成功连接设备，即刻开启智能生活，

实现手机远程控制。

www.ltech.cn

注意事项

★ 本说明书仅适用于本型号产品，

如有更新恕不另行通知。

1、本产品请由具有专业资格的人员进行调试安

      装。

2、本产品不能防水，需避免日晒雨淋，如安装

     在户外，请用防水箱。

3、良好的散热条件会延长LED控制器的使用寿

      命，请把产品安装在通风良好的环境。

4、请检查使用的LED电源输出电压是否符合产

      品电压范围要求。

5、使用的电线直径大小必须能足够负载连接的

      LED灯具，并确保接线牢固。

6、通电调试前，应确保所有接线正确，以避免

      因接线错误而导致灯具损坏。

7、如果发生故障，请勿私自维修；如果有疑

      问，请联系供应商。

更新时间: 2018.11.01_A0

http://www.ltech-led.com
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